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APPENDIX 5-O 

SEDIMENT POND MATERIAL 
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SEDIMENT MATERIAL 

 

Over the life of the mine, sediment from the disturbed area will accumulate in sediment 

ponds “A”, “B” and “C”.  In order to comply with requirements for available runoff 

storage, sediment materials will be removed from the ponds and taken to the sediment 

pond waste storage area shown on Plate 5-2C.  Because the Trail Canyon Mine site 

(ACT/015/021) is a reclaimed site, sediment material removed from the Trial Canyon 

sediment pond will also be taken to the sediment pond waste storage area shown on Plate 

5-2C. 

 

 The following items apply to placement of the sediment (fill) material: 

  

a. The sediment pond storage area lies within the disturbed area and all 

runoff passing through the area will pass through required sediment 

control structures (Plate 7-1). 

b. The disposal area is only moderately sloping and very stable with an 

overall slope of approximately 1x: 6h.  This slope will be maintained. 

c. The sediment pond fill material will be taken form the pond and placed in 

horizontal lifts not to exceed 24 in.  The material will be compacted to 

reduce erosion.  During the life of the mine the total depth of the material 

will not exceed 4 ft in any one location. 
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d. Due to the nature of the site the material will be covered with coal storage 

for most of the calendar year.  This will help improve and maintain 

stability and increase compaction. 

e. The fill shall be inspected by a qualified professional or registered 

professional engineer during placement and compaction of fill materials.  

A certified report will be provided to UDOGM within two weeks after 

each inspection.  A copy of the report will be retained at the mine site. 

f. As the pond is being cleaned, temporary sediment material storage will be 

in the area shown on Plate 5-2C along the road and truck loading area. 

g. While located in the temporary storage area two composite random 

samples will be taken and tested following the laboratory methodologies, 

and constitutions analyzed as listed in Table 5O-1. 
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